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Higgs Z W 𝒕 ҧ𝒕

Number of IPs 2

Circumference (km) 100.0

SR   power per beam (MW) 30

Half crossing angle at IP (mrad) 16.5

Bending radius (km) 10.7

Energy (GeV) 120 45.5 80 180

Energy loss per turn (GeV) 1.8 0.037 0.357 9.1

Damping time x/y/z (ms) 44.6/44.6/22.3 816/816/408 150/150/75 13.2/13.2/6.6

Piwinski angle 4.88 24.23 5.98 1.23

Bunch number 268 11934 1297 35

Bunch spacing (ns)
591 

(53% gap)

23 

(18% gap)
257

4524 

(53% gap)

Bunch population (1011) 1.3 1.4 1.35 2.0

Beam current (mA) 16.7 803.5 84.1 3.3

Phase advance of arc FODO () 90 60 60 90

Momentum compaction (10-5) 0.71 1.43 1.43 0.71

Beta functions at IP  x
*/ y

* (m/mm) 0.3/1 0.13/0.9 0.21/1 1.04/2.7

Emittance x/y (nm/pm) 0.64/1.3 0.27/1.4 0.87/1.7 1.4/4.7

Betatron tune nx/ny 445/445 317/317 317/317 445/445

Beam size at IP sx /sy (um/nm) 14/36 6/35 13/42 39/113

Bunch length (natural/total) (mm) 2.3/4.1 2.5/8.7 2.5/4.9 2.2/2.9

Energy spread (natural/total) (%) 0.10/0.17 0.04/0.13 0.07/0.14 0.15/0.20

Energy acceptance (DA/RF) (%) 1.6/2.2 1.0/1.7 1.2/2.5 2.0/2.6

Beam-beam parameters xx /xy 0.015/0.11 0.004/0.127 0.012/0.113 0.071/0.1

RF voltage (GV) 2.2 0.12 0.7 10

RF frequency (MHz) 650

Longitudinal tune ns 0.049 0.035 0.062 0.078

Beam lifetime (Bhabha/beamstrahlung) (min) 39/40 82/2800 60/700 81/23

Beam lifetime (min) 20 80 55 18

Hourglass Factor 0.9 0.97 0.9 0.89

Luminosity per IP (1034 cm–2 s–1) 5.0 115 16 0.5
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Y.W. Wang, CEPC collider ring lattice and dynamic aperture 
optimizations, 12-16. June. 2023, Hongkong, CEPC Accelerator TDR 

International Review.

➢ The error correction in the CEPC TDR uses

this version of parameters and 

corresponding lattices.

➢ Currently, we still use the same lattice and 

parameters to do more error study for the 

CEPC EDR.

Main parameters in TDR
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Higgs

Higgs

Z

Z

W

W ttbar

ttbar

DA requirement Higgs Z W ttbar

with on-axis injection 8𝜎𝑥 × 20𝜎𝑦 ×1.6% - - -

with off-axis injection 13.5𝜎𝑥 × 20𝜎𝑦 ×1.6% 11𝜎𝑥 × 23𝜎𝑦 ×1.0% 8.5𝜎𝑥 × 20𝜎𝑦 ×1.05% 11𝜎𝑥 × 16𝜎𝑦 ×2.0%

Dynamic aperture and requirement
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*implement beam-based alignment techniques to 

reach rms offsets in the order of 10 mm with 

respect to the beam.

• with a large beta* lattice

• with quadrupole coils in the sextupoles

• 10mm is possible  as O(BPM resolution)=1mm 

Component x (mm) y (mm) z (mrad) Field error 

Dipole 0.10 0.10 0.10 0.01%

Arc Quadrupole 0.10 0.10 0.10 0.02%

IR Quadrupole 0.10 0.10 0.10 0.02%

Sextupole 0.10* 0.10* 0.10 0.02%

 Field errors of all magnets are included.

 Two BPMs and a pair of correctors (one each for horizontal and vertical) are installed in each cell. For the

cells accommodating sextupoles, horizontal and vertical correctors are produced by the sextupole trims.

Horizontal correctors were installed beside focusing quadrupoles and vertical correctors at defocusing

quadrupoles.

Error assumptions
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◼ Software: SAD and Matlab-based accelerator toolbox (AT)

1. Closed-orbit distortion (COD) correction was performed with sextupoles off, then

the sextupoles were turned on and the COD correction repeated.

2. The dispersion correction and beta-beating correction are also used for optics

correction.

3. The coupling and vertical dispersion correction are used to decrease the vertical

emittance.

4. The above correction scheme is iterated until the emittance and tracking dynamic

aperture satisfy the design requirements.

Correction scheme
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 To reduce the statistical fluctuation, 100 random lattices seeds with errors are generated

for correction, all error sources follow a Gaussian distribution truncated at ±3𝜎.

The above correction scheme is adjusted (such as the iteration times, the step size, the

size of response matrix, and so on) and iterated until getting the converged correction

result and the tracking dynamic aperture satisfy the design requirements.

Correction performance
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Correction performance
Higgs

Z

W

ttbar

 The error correction to lattice with all four modes (Higgs, Z, W,

and ttbar) are achieved in the CEPC TDR.



10

Correction performance

Higgs ttbar WZ
—w/o error

—mean value 

—statistic 

errors

—seeds

—requirement

 The error correction to lattice with all four modes (Higgs, Z, W,

and ttbar) are achieved in the CEPC TDR.

 The dynamic apertures after correction are tracked and meet

the injection requirement with a success rate of >90%.
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Correction part in the EDR phase working plan

Improve the global corrections and emittance tuning with errors. 

Investigate more static errors including effect of BPM errors and 

multi-field errors, the long range alignment errors 

and the beam-based alignment for the main magnets et al. 

Investigate on the dynamic error effects and possible feedback, 

including the injection jitter, the power source jitter, the ground 

motion with realistic data from the candidate sites.
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◼ Tolerance of BBA to sextupoles

◼ Correction with BPM Errors

◼ IP tuning (Yuanyuan Wei and Yiwei Wang)

Progress from TDR to EDR

 Initially, only the Higgs mode was subjected to these correction studies.

 100 lattice seeds per case are used to do these error studies.
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Tolerance of BBA to sextupoles (preliminary)

 100 lattice seeds with above error assumptions are generated.

 Change the BBA resolution of sextupoles from 10 mm to (20, 25, 30, 40, 50) mm and repeat the

whole correction scheme, while the manual correction and iteration are not conducted.

 We use the same 100 lattice seeds to do these five cases with different BBA resolution.

Component x (mm) y (mm) z (mrad) Field error 

Dipole 0.10 0.10 0.10 0.01%

Arc Quadrupole 0.10 0.10 0.10 0.02%

IR Quadrupole 0.10 0.10 0.10 0.02%

Sextupole 0.10* 0.10* 0.10 0.02%

*implement beam-based alignment techniques to 

reach rms offsets in the order of 10 mm with 

respect to the beam.

• with a large beta* lattice

• with quadrupole coils in the sextupoles

• 10 mm is possible  as O(BPM resolution)=1mm 
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Tolerance of BBA to sextupoles (preliminary)

 The DA with error correction decreases as the BBA resolution increase, the success rates, DA

satisfies with the injection requirement, are 86%, 80%, 60%, 10% and 3%.

 Based on experience, cases with BBA resolution of 25 mm or lower can achieve a success rate of

over 90% through some manual adjustments and iterations.

30 mm 40 mm 50 mm25 mm20 mm
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Correction with BPM Errors (preliminary)

 100 lattice seeds with above error assumptions are generated.

 The BPM noise (10 mm) and BPM shift (10 mm) are considered during the correction.

Component x (mm) y (mm) z (mrad) Field error 

Dipole 0.10 0.10 0.10 0.01%

Arc Quadrupole 0.10 0.10 0.10 0.02%

IR Quadrupole 0.10 0.10 0.10 0.02%

Sextupole 0.10* 0.10* 0.10 0.02%

— without BPM error              — with BPM error 10 um + 10um 

*implement beam-based alignment techniques to 

reach rms offsets in the order of 10 mm with 

respect to the beam.

• with a large beta* lattice

• with quadrupole coils in the sextupoles

• 10 mm is possible  as O(BPM resolution)=1mm 
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Correction with BPM Errors (preliminary)

Taking into account BPM errors, the horizontal closed orbit increases

by about 5 mm compared to the closed orbit without BPM errors. The fluctuations in the vertical

closed orbit are larger, with most also increasing by about 5 mm, and some differences even

exceeding 20 mm.

The optics correction is ongoing.

D
x 

(m
)

D
y 

(m
)
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IP tuning (preliminary)
• Waist position tuning
Knobs: Doublet magnets (Q1B,Q2) and quadrupoles in matching section

Constraints: 𝛽 and η at waist, 𝑄𝑥, 𝑄𝑦 , localized 𝛽 and η in the matching section

• Dispersion tuning
Knobs: Doublet magnets (Q1B,Q2), quadrupoles in dispersive region and dispersion suppressor, 
quadrupoles in matching section and skew trims on Chromaticity correction sextupoles

Constraints: 𝛽 and η at IP, 𝑄𝑥, 𝑄𝑦 , localized 𝛽 and η in the matching section

η*
x=3mm

Yuanyuan Wei and Yiwei Wang
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IP tuning (preliminary)
• Coupling tuning
Knobs: Skew trims on magnets (Q1B,Q2) , skew trims on Chromaticity correction sextupoles

Constraints: Coupling parameters(R1 R2 R3 R4) and ηy at IP,  localized coupling parameters in the 
matching section

Yuanyuan Wei and Yiwei Wang
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Summary and to do list

 From TDR to EDR, The BPM error, BBA of sextupoles and IP tuning are studied,

some preliminary results are reported.

 The BBA resolution of sextupoles seems can be increased to 25 mm.

 The correction with BPM error is on going.

 The IP tuning is on going.

 Investigate more static errors including multi-field errors, the long range

alignment errors et al.




