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Motivation =Zeleroton

= Decentralized, small scale hydrogen liquefaction

« Close to end-use application (fueling-stations for low to heavy duty trucks, energy
storage for grid stabilization, military and civil drones) allows for short term storage
- no ortho-para conversion required (up to 40 % lower energy consumption)

= Prevent boil-off (zero boil-off)

= Cooling for quantum computing

= Super conducting cables, motors/generators and magnets
= Cryogenic cooling for physical experiments and medical

=» Reverse turbo Brayton cycle cryocooler
« Most efficient and therefore preferred technology
« High efficiency and higher cooling power per cryocooler weight and size
« Low specific power (lower than 80 W/W possible at 20 K cooling temperature)

= Cryo fan: recirculation and transport of cryogenic gases

‘ Compressors and expanders with gas bearings are key
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Gas bearing turbo compressor technology =Zeleroton

Thrust bearing (axial gas bearing)

Journal bearing (radial gas bearing) Bushing

Rotor
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temperature and pressure

Pressure increase by rotor

Impeller displacement

Motor rotor (permantent magnet)
Motor stator
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Reverse turbo Brayton cryocooler (rtB) =Zeleroton
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- High efficiency Hydrog?n liquefaction
. . . . = Zero boil-off
= High cooling power per cryocooler weight and size .
ops . * Quantum computing
» Low specific power (W/W cooling power) .
. = Super conducting cables, motors, generators,
= Key components: compressors, expanders and maanets
recuperator g. .
* Physical experiments
» Medical applications
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Reverse turbo Brayton cryocooler (rtB) =Zeleroton

Reverse Brayton Cryo gas
cycle recirculation
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Compressor and expander (as separate units) including converter as separate units to
= achieve higher system efficiency by energy recovery
= avoid thermal coupling between compressor and expander
» gain additional degrees of freedom for:
= control
» infegratfion in the cryogenic system
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riB: Multi-stage compressor system and expander =Zeleroton
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Validation — Operation at cryogenic temperatures Zeleroton
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() Cool-down from ambient temperature to 20K
| (shown below: 100K to 20 K)
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Micro-vibration measurement of a gas bearing el
=elerofon

turbo compressor/expander .
Measurement setup with a gas bearing turbo +]ES+ e =~ R
compressor: | Swgn [ 0R1 X
= Electrical input power: 2 kW o | R — o £ x

cknowledgement: 2 1 205 keprh ! oP3
- Operaﬁon in helium measurements at ESO HQ g —géggp:'
- Speed: 232 krpm (3'866 Hz) o

3 Force X | [
Force Y

Highest force at 1-800 Hz (relevant frequency
range): 0.02 N
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Frequency (Hz) 8
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Conclusion - Gas bearing technology USPs =Zeleroton

solution operation

Standardized Cryogenic
=

{o}
@ @ Compressor- Efficient

inverter system

2= Compact and
@ Service life lightweight
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Expanders and Compressors for Cryogenics
/A

Celeroton solution

Minimize operating cost with best efficiency
Small size and weight due to high-speed operation
Reliable & Robust

* Maintenance-free for years

= Several 100,000 start/stop cycles

» Endures harsh vibrations during operation

» Self stabilizihg contactless bearing — no conftrol

needed

Helium leak-tight and vacuum compatible

= Compatible with He, Ne and other gases
Minimal wetted surfaces and materials
Wide operating temperature range of cryofan and
expander

* From ambient down to <20 K

» Re-start capability at cryogenic temperatures
Minimum vibration emissions due to continuous flow

—Zeleroton

pplication examples

Reversed Brayton cycle Cryocoolers
= for direct or indirect gas liquification and
zero-boil-off
= for cooling of superconducting magnets
= for cooling of scientific instrumentation
Cryofan
Cryogenic Pumps
Turbo compressor
Turbo expander
Cryogenic industrial Systems
Helium Liquefiers, Process Systems and
Refrigerators

~
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Gas Bearing Technology - Advantages =Zeleroton

= Lowest exira premium due to highest efficiency
= Small size and weight due to high-speed operation

= Maintenance free, contamination free
* No lubrication, no oill
* No rotating sealings

= Robust - several 100 000 start-stop cycles

= Low amount of wetted materials and therefore no outgassing or compatibility issues
« Compatible with helium, neon, hydrogen and other rare and non-rare gases
+ Contamination free
* Vacuum compatible, helium leak tight

= Low micro-vibration emission due to the continuous flow operation: <0.2 N

. gryllofcm and expander can be fully immersed into cryogenic temperatures down to 15 K and
elow

= Wide operating and start/stop temperature range - from ambient down to 15 K and less
+ Re-start capability at full cryogenic temperatures
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