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Radium 226 source in a cloud chamber.

Cloud chamber

Cosmic ray in a cloud chamber.
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Beta Detector
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Detector

BPW34 BPX61

for β-particle for α-particle

A PIN diode (p-type, intrinsic, n-type diode) is a diode with a wide region of intrinsic semiconductor
material (undoped) contained between a p-type semiconductor and an n-type semiconductor.
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PIN Photodiode
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Amplifier circuit

ส ำคัญ! ต้องต่อกับกล่องโลหะเพื่อลด noise
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Amplifier circuit

for β-particle for α-particle
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Amplifier circuit
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Spectrum β Strontium 90 (90Sr)

Strontium-90 is a radioactive isotope of strontium produced by nuclear fission,

with a half-life of 28.8 years. It undergoes β−decay into yttrium-90, with a decay
energy of 0.546 MeV.
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การวางตวัของ 90Sr ในกล่อง detector
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Output signal
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Output signal
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Output signal
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การปรับ Oscilloscope กดปุ่ ม auto เพ่ือให้เคร่ืองปรับหา signal 

เลื่อนต าแหน่งตาม
แนวแกน y

ปรับสเกลเวลาตามแนว
แกน x

ปรับสเกลความตา่งศกัย์
ตามแนวแกน y

เลื่อนต าแหน่งตาม
แนวแกน x
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