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Diamond field emitter array cathodes

um-size pyramids with nm-size tips.

High thermal conductivity.

Perform in poor and good vacuum.

Current in field emission > 1 A/mm?Z.

1.0 mm Triangular dense arrays

2.0 mm dense arrays )
e s . 5xb sparse.arrays

20.pm base One single tip
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Fabrication
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Fabrication — cont.
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Field emission experiment
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Field emission in rf gun studies at AWA (ACT
beamline)
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Up to 30 nC electron bunches generated in RF gun

Field Emission Cathodes in RF guns

R
(o)}
[y
o
8

® 00.06 #4 <
265+ ®* 09.06 after BD| _ £
oy ® (9.07 after BD o 100
.. c
&= 2 \Olo ‘., =
& 2
" ..’Q. " ° 1o —CNT1
%'27'5 I .Q. e e, —CNT2
= \" " o g 1 —UNCD
= 28 e, s ¥ E VDB-FNAL
.O' ) . o a1 —LANL-AWA
bl ’ o | 0 20 40 60 80
29 , , . , Accelerating Gradient
3 4 5 6
1/E (m/V) x107 5000 tips in LANL sample vs.
6 [ .
Breakdown occurred on both days of 10° tips in VDB-FNAL sample
testing at 36 MV/m. Significant charge
~ decrease after BD.
- Los Alamos ‘LDRD
OperatedE:;Ii:s Alamos National Security, LLC for NNSA UNCLASSIFIED i VA')&!&;



Setup of the laser emission experiment
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Parameters of the experiment

Cathode

Mo-16, 5x5, spacing 400 ym, base 22 ym

Laser’s wavelength

256 nm, 512 nm, 1024 nm, 2.02 ym

Bias 57 kV
AK distance 9.5 mm
Anode’s thickness 1 mm
Anode aperture’s diameter 700 microns
Laser’s incidence angle 10 deg
Cathode-to-screen distance 40 cm
Laser’s pulse duration 260 fs

Laser’s spot size

40 micron at 1024 nm
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Emission at 512 nm, 1024 nm, and 2020 nm
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Number of electrons vs power density
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Field emission vs photoemission
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Field enhancement ~100 at the tip would explain the field emission.
If current saturation is due to the space charge, then the area of emission is

~1 um2,
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pyramids
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pulse
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Conclusions

 Lots of interesting data on DFEA cathodes at LANL.

« We fabricate DFEA samples and are happy to share
them with collaborators.

« DC field emission test stand operational at LANL.

* Collaboration with AWA is established to test DFEAS in
an RF gun.

« We are commissioning a new test stand for the laser-
iInduced emission studies:

» Laser system: Coherent Monaco 1035-80, 80 uJ/pulse at 1035
nm, 50 MHz repetition rate, pulsewidths 300 fs to 10 ps.
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